
State-of-the-art mulching equipment 
for highbush blueberries and other row crops

MADE IN LANCASTER COUNTY TO WORLD-CLASS STANDARDS

TM



STANDARD FEATURES:

Apron & Belt Speed Controls
Allow for instant, infinitely 
variable speed options

Extended Body

PTO Hydraulic Drive
Features priority flow control valves
for maximum operator control

Tilt Control Dual Directional Belt
Provides precise spreading at variable
depths and widths with galvanized
directional fins

A B C D

OPTIONS:

Tire options 
Include tandem axles 
and aircraft tires

12-Volt Remote Control 
Adds convenience and saves time
during operation

Hydraulic Control End Gate 
Allows operation of end gate from
tractor seat

14” Top Extens
Enhances canopy
Available in vertic1 2 3 4

5

Extra Sidewall BracesG
14” Top Extension4 Rack and Pinion End Gate

Hydraulic Control End Gate

H
3
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High-Flotation Tires

Tire options

D
1

Tilt Control Dual Directional Belt

Dual Directional Cross Conveyor

C
6

Apron ChainF

Heavy-Duty Pillow BlockE

High-Flotation Tires
Reduce soil compaction and
relieve stress on the equipment



Heavy-Duty Pillow Block 
Easily adjustable and assures true
tracking of the apron chain

Apron Chain 
Features 4” spacing and a 
low-friction poly floor with a 
10 year warranty

Extra Sidewall Braces
Super-duty galvanized panels
add stability and extend
service life

Rack and Pinion End Gate 
Easy to open and close to retain
load during transportE F G H

ion 
y clearance in narrow rows.
cal or extended flair

Dual Directional Cross Conveyor
Spreads material to both left and right
sides simultaneously, reducing field travel
and soil compaction

Extended Body
Expands load capacity5 6

Apron and Belt Speed Controls

12-Volt Remote Control

A
2

PTO Hydraulic DriveB

Unsurpassed 
Mulching Versatility

The Crop Care™ Row Mulcher by 
Lanco lets you apply mulch in a wide 
range of application styles. You can 
apply a pattern that is up to 48" wide 
and 1/2" deep, or 12" side and 8" 
or more deep, depending on 
material conditions.
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Overall Length

Hopper Length

SIDE VIEW
Hopper Width

Apron Width

Hopper Width

Apron Width

Wheel Width

Overall Height Overall Height

Wheel Width

REAR VIEW (Narrow Width) REAR VIEW (Wide Width)

Headed capacity will be greater, depending on material
and conditions.

For level or gently rolling terrain, tractor weight must be at
least 50% of the gross loaded spreader weight. For hilly
terrain, road travel, or other adverse conditions, tractor
weight must be equal to gross loaded spreader weight.

Smaller HP tractor can be used if it weighs as much as the
loaded row mulcher.

Custom design available for specific 
applications. Call for information.

Specifications
Capacity Cu. Yd. Struck

Capacity Cu. Yd. Heaped*

Tractor HP***

Tractor Min. Weight**

Payload Maximum

Net Weight

Standard Tires

Wheel, Width Out-to-Out

Apron Chain Width

Hopper Width

Height Overall

Length, Hopper Box

Length, Overall

Model 
LS-1250

3.1 yd3

4.6 yd3

25 HP

2,500 lb.

5,000 lb.

2,200 lb.

11 L x 15

4'0" (48")

2'6" (30")

4'3" (51")

7' (84")

8'

16'6" (198")

Model 
LS-1450

4 yd3

5.3 yd3

30 HP

3,000 lb.

6,000 lb.

2,800 lb.

11 L x 15

5'2" (62")

3'1" (37")

4'10" (58")

7' (84")

8'

16'6" (198")

Model 
LS-2080

6 yd3

7.7 yd3

50 HP

5,000 lb.

10,000 lb.

3,400 lb.

37-14 x 15 
Airplane

5'8" (68")

3'1" (37")

4'10" (58")

7' (84")

12'

20'4" (245")

Model 
LS-2450

7 yd3

9 yd3

50 HP

5,000 lb.

10,000 lb.

3,600 lb.

37-14 x 15 
Airplane

5'8" (68")

3'1" (37")

4'10" (58")

7' (84")

14'

22'5" (269")

Model 
LS-2120

5.7 yd3

7.8 yd3

40 HP

4,000 lb.

8,000 lb.

3,300 lb.

37-14 x 15 
Airplane

7'2" (86")

4'7" (55") Dual

6'4" (76")

7' (84")

8'

17'2" (206")

Model 
LS-3520

10.2 yd3

13 yd3

80 HP

7,000 lb.

14,000 lb.

4,300 lb.

40-14.5 x 19 
Airplane

7'4" (88")

4'7" (55") Dual

6'4" (76")

7' (84")

14'

23'4" (280")

Model 
LS-5450

N/A

20 yd3

80 HP

8,000 lb.

20,000 lb.

5,200 lb.

44-16 x 19
Airplane

7'4" (88")

4'7" (55") Dual

6'4" (76")

8'10" (106")

16'

25'4" (304")

Regular Width Wide Width

12 Volt On/Off 
OR Speed Control

Hydraulic Gate
Req. Tractor Hyd.

Raised Body 
32" Below Crossbelt

Vertical Ext. 14"

Tandem Axle
Various Tire Package

Cleated Cross Belt

Extension Conveyor

Dual Discharge Belt

LS-1450 

✔

✔

✔

✔

✔

✔

✔
✔

LS-2080 

✔

✔

✔

✔

✔

✔

✔
✔

LS-2450 

✔

✔

✔

✔

✔

✔

✔
✔

LS-2120 

✔

✔

✔

✔

✔

✔

✔
✔

LS-3520 

✔

✔

✔

✔

✔

✔

✔
✔

LS-5450 

✔

✔

✔

Std.

✔

✔

✔
✔

LS-1250 

✔

✔

✔

N/A

✔

✔

✔
✔

Regular Width Wide Width

Options
*

**

***

www.LancoEquipment.com

SALES: 877-305-2626
FACTORY: 717-556-4143

The body is constructed of galvanized 
steel panels on a heavy channel chassis. 
The poly lumber floor has a 10 year warranty. 
Chassis and frame are primed and painted 
with red rust-proof paint.
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